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NEXT 4K TV STICK

next.com.tr

TECHNICAL
SPECIFICATIO

Processor
Graphics Processor
RAM

Flash (ROM)

Wi-Fi

Bluetooth
Operating Systems
Certification

DRM

HDCP

Language

HDR

Software Update
Connection
Terminals

Others

»»  Remote Controller
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) Google TV .:° Hey Google ’Google Play

: AMLOGIC S905Y4 16500 DMIPS Quad-Core 2.0 GHz (ARM Cortex-A35)
: ARM Mali-G31 MP2

: LPDDR4 2GB

: 8GB eMMC

: WI-FI 5 Dual Band 2x2 Wi-Fi 2.4/5 GHz ve BLE 5.0
: BLE 5.0 ————— T
: GoogleTV

: Netflix Certified, Google Certified

: Google Widevine L1

: HDCP2.3

: Turkish, English, German, French, Italian, Arabic, +25 Languages

: HDR10, HDR10+, HLG, Advanced HDR Video Technologies Support
: Yes

: IX HDMI - 4Kx 2K@60 Maximum Resolution

DC 5V/1A Micro USB Adapter Input

: Google Play-Store, ChromeCast, Google Assistance, YouTube
: Bluetooth / Infrared Uzaktan Kumanda

D& Dolby
Audio
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™) Google TV

NEXT
START-4K TV BOX

START-4K TV BOX

» AMLOGIC S905Y4 Quad Core ARM

Cortex A35 Main Processor

ARM Mali-G31 MP2 GPU Graphics Processor

16GB eMMC Flash & 2GB DDR4 RAM Memory

GoogleTV Operating System

Fast Streaming with Dual Band Wi-Fi and Ethernet up to 100M
Netflix, YouTube, Amazon Prime Video, Spotify

& and More
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NEXT START-4K TV BOX

Processor
Graphics Processor
RAM

Flash (ROM)

Wi-Fi

Bluetooth
Operating Systems
Certification

DRM

HDCP

Language

HDR

Software Update
Connection
Terminals

Others

Remote Controller

) Google TV @0 Hey Google P Google Play

next.com.tr

* AMLOGIC S905Y4 16500 DMIPS Quad-Core 2.0 GHz (ARM Cortex-A35)
* ARM Mali-G31 MP2

* LPDDR4 2GB

* 16GB eMMC

* WI-FI 5 Dual Band 2x2 Wi-Fi 2.4/5 GHz ve BLE 5.0

* BLES5.O

* GoogleTV

: Netflix Certified, Google Certified

* Google Widevine L1

* HDCP2

* Turkish, English, German, French, Italian, Arabic, +25 Languages

* HDR10, HDR10+, HLG, Advanced HDR Video Technologies Support

: Yes

* Ix HDMI-4Kx 2K@60 Maximum Resolution DC 12V/1A Adapter Input, 1x USB

2.0 Input 1x RJ45 Ethernet Input, 1x Digital Optical Audio Output

* Google Play-Store, ChromeCast, Google Assistance, YouTube
* Bluetooth / Infrared Remote Control

P&Dolby P€Dolby

vision-aTMos  Audio

NETFLIX | @Vodibe|  Pimevideo | 2N 50) S tabii ) ey JEEFil. b
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MINIX 4K ANDROID TV BOX next.com.tr

android 12

MINIX
MEDIA BOX-5G

4K ANDROID TV BOX

Processor . Allwinner H-618 Quad Core ARM Cortex-AS53 Processor 1.5 GHz
Graphics Processor  : G31
RAM : 2GB DDR3
Flash (ROM) : 32GB
- Wi-Fi : Built-in 2.4G/5.0 Dual Band Wi-Fi IEEE 80211 b/g/n/ac
LAN Ethernet : 10/100M
LED Indicator : In Working Mode, Green - In Standby Mode, Red
Operating System : Android 12
SPDIF Digital Optical
Audio Output . Yes
Language . Turkish, English, German, French, Italian, Spanish, +25 Languages
- HDR : HDR: HDR10, HDR10+, HLG, Advanced HDR Video Technologies Support
Software Update : Yes
Connection ¢ Ix HDMI - 4Kx2K@60 Maximum Resolution, 2x USB 2.0, 1x TF Card Reader
Terminals 1~32GB, 1x CVBS&L/R Analog Video and Audio Output (Jack Type 3.5mm)
E 1x RJ45 LAN Ethernet Input, 1x DC 12V/1A Adapter Input
Other : Google Play-Store, YouTube and More
‘ Remote Controller : Bluetooth / Infrared Remote Control
\ B—
» Allwinner H-618 Quad Core ARM Cortex-A53
Processor 1.5 GHz

» ARM Mali-G31 MP2 GPU Graphics Processor . Q. Google Assistant [ Google Play gcle:rg;g%th

» 32GB eMMC Flash & 2GB DDR3 RAM Memory android 12

» Android 12 Operating System

» Dual Band Wi-Fi and Fast Streaming with ™ ) oy ER

Ethernet up to 100M . Onibe GO S+ tabil EE FiL P

» Google Play-Store, YouTube and More VP9
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MINIX 4K ANDROID TV BOX next.com.tr

P
Android 14

MINIX
MEDIA BOX-PRO

4K ANDROID TV BOX

Processor : Quad-Core 64-bit Cortex A55 ARM Processor 1.5GHz

Graphics Processor  : Mali-450

RAM : 2GB DDR3

Flash (ROM) : 32GB

Wi-Fi : Built-in 2.4G/5.0 Wi-Fi Support IEEE 802.11 b/g/n/ac

Bluetooth 1 4.2

LAN Ethernet : 10/100M

LED Indicator : Working-Blue, Stand By-Red

Operating System : Android 11

Language : Turkish, English, German, French, Italian, Arabic, +25 languages

HDR : HDR: HDR10, HDR10+, HLG, Advanced HDR Video Technologies Support
Software Update . Yes

Connection Points : X HDMI - 4Kx2K@60 Maximum Resolution, 2x USB 2.0, 1x TF Card Reader

1~32GB, 1x CVBS&L/R Analog Video and Audio Output (Jack Type 3.5mm)
1x RJ45 LAN Ethernet Input, 1x DC 5V/2A Adapter Input, On/Off Switch

Other : Google Play-Store, YouTube

Remote Controller : Bluetooth / Infrared Remote Control
» Quad-Core 64-bit Cortex AS5 ARM Processor 1.5GHz
» Mali-450 Graphics Processor ‘
» 32GB Flash & 2GB DDR3 RAM Memory Android ']4 ... Google Assistant P Google Play * E%’E‘:?Eth
» 2.4G/5.0 Wi-Fi Support IEEE 802.11 b/g/n/ac
» Android 11 Operating System
» Google Play-Store, YouTube and More € YouTube GO S+ tabii ) [ EXXEN| [FiL | ;p m SHOR .
» Made in Turkey :

B
Homr a4 | | VP9 @



MECOOL 4K ANDROID TV BOX next.com.tr

b

androidtv

MECOOL
KM2 PLUS

4K ANDROID TV BOX

Processor : S905X4-B Quad Core ARM Cortex-A55
Graphics Processor  : ARM G31MP2 GPU
RAM : 2GB
Flash (ROM) : 16GB

mEnnnl_ Wi-Fi : Built-in 2.4G & 5G Wi-Fi / [EEE 802.11 b/g/n/ac
Bluetooth : BT5.0
LAN Ethernet : 10/100M
LED Indicator : Green, Stand-by: Red
Operating System : Android 11
Certificate : Netflix Certified, Google Certified

MECDOL DRM : Microsoft PlayReady, Google Widevine L1

HDCP : Support HDCP2.3
Language : Turkish, English, German, French, Italian, Arabic, +25 Languages
HDR : Support HDR10, HDR10+, HLG, Advanced HDR Video Technologies
Software Update : Yes

Connection Points

Other
Remote Controller

: X HDMI - 4Kx2K@60 Maximum Resolution

1x USB 3.0, 1x USB 2.0, 1x TF Card Reader 1~32GB
1x CVBS&L/R Analog Video and Audio Output (Jack Type 3.5mm)
1x RJ45 LAN Ethernet Input, 1x DC 12V/1A Adapter Input

: Google Play-Store, ChromeCast, Google Assistance, YouTube
: Bluetooth Remote, Voice Control

» MECOOL KM2 Plus 4K Android TV Box :

B i certifled . m ®.' Hey Google B Google Play PDolby Atmos
» Android TV Operating System (Android 11) : android 11

» Google Supported Upgradeable Android Software

» Bluetooth Voice Command Remote : NETFLIX = @BVouube  Primevideo ®®+ GO S+ tabii ®) [EXKEN] FiL bl

(Hey Google, Google Assistance) and More

Chromecast o . (@ )
Homr S Sirem u%p ACHDR )  OBuetot CED) (wif3)
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NEXT 4K HYBRID SATELLITE RECEIVER

next.com.tr

TECHNICAL
SPECIFICATIONS

v

Processor

RAM

Flash (ROM)

Wi-Fi

LAN Ethernet

LED Indicator
Operating System
Software Update
Connection Points
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: Hisilicon 3798MV300 Quad-Core

64 bit High-Performance ARM Cortex A53

: 1GB DDR3

: 8GBeMMC

: Built-in 2.4G & 5G Dual Band Wi-Fi 2T2R IEEE 80211 b/g/n/ac
: 10/100M

. External IR Receiver Module with 4-Digit Display

: Linux

: Yes

¢ Ix HDMI - 4Kx2K@60 Maximum Resolution

2x USB 2.0, 1x CVBS&L/R Analog Video and Audio Output (Jack Type 3.5mm)
1x SPDIF Optical Audio Output,
1x RJ45 LAN Ethernet Input, 1x DC 12V/1A Adapter Input

: Kodi, Youtube, IPTV, Weather

programmable
smart RC
uttons
s hurouS
Pnong in the 42k

Linux &
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NEXT

i H.265

2071

FULL HD SATELLITE RECEIVER

WITH IPTV SUPPORTING

vy
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10/100M Ethernet and USB Wi-Fi Supporting

IPTV Without Dish Usage Besides With Dish
MPEG4 HD Satellite Receiver

Based on Legendary 2000 Series Software

H.265 HEVC Video Decoding » XTREAM API Supporting
Learning Remote Controller for Controlling TV and Box

4 Digit LED Display With Infrared Receiver Module

Plug and Play Pre-Installed Channel List

Easy Installation & User Friendly OSD menu

Made in Turkey Hardware and Software

\B o~

Satellite Channel
Capacity

IPTV Channel Capacity
Flash Memory

RAM Memory
Operating System
USB Terminal
Ethernet (RJ45) Port
HDMI Output
Analog A/V (RCA)
Output

Digital Audio Output
TKGS Supporting

LY .
™ TURKSAT
TKGS
D YouTube ip :g‘é(s:

NEXT FULL HD SATELLITE RECEIVER WITH IPTV SUPPORTING

1 20.000

1 20.000

: 16MB

. 2 GBit

: RTOS & Next
: 2Pcs

. Yes

: Yes

: Yes
: Yes (Optical)
: Yes

next.com.tr

USB Hub Supporting

IR Receiver Module with 4-Digit LED Display
FullHD 1080p/i Video Resolution

YouTube & Weather

Teletext & Subtitle & Multifeed Supporting

PVR and TimeShift Features (with USB memory)
USB Wi-Fi Device (Next YE-7601A) Supporting
3G USB Modem Supporting

FAT & NTFS File System Supportinng

USB Media Player

Software Upgrading via Network and USB Device

2in1 i 4-Digit e UsB |
RCU Ethernet LED Display HDMI Q

Wi-Fi
Kable Support | MT-7601



NEXT FULL HD SATELLITE RECEIVER WITH IPTV SUPPORTING next.com.tr

NEXT
2000 Wi-Fi S

FULL HD SATELLITE RECEIVER
WITH IPTV SUPPORTING

Next 2000

Wi-Fi&

TECHNICAL
SPECIFICATIONS

pes H2: e O

™ TURKSAT

TKGS

Satellite Channel 32-bit CK610M 600MHz CPU
Capacity : 5.000 4-Digit LED Indicator IR Receiver Module
Flash Memory . 8MB FullHD 1080p/i Video Resolution
RAM Memory : 128MB 16-bit DDR3 H.265 HEVC & H.264 MPEG4 Video Decoding Support
Operating System : RTOS & Next Next Connect Protocol Support
Built-in Wi-Fi 1 2.4GHz Wi-Fi YouTube & Weather Support
80211 (b/g/n) Teletext & Subtitle & Multifeed Support
USB Terminal : 1Pcs Recording and TimeShift Feature (with USB Memory)
HDMI Output . Yes FAT & NTFS File System Support
Analog A/V (RCA) USB Media Player Feature
Output : Yes USB Hub Support
TKGS Supporting : Yes Software Update via USB Device and Network

j%ane 2000 seies

IPTV Featured Dishless MPEG4 HD Satellite Receiver

H.265 HEVC and H.264 MPEG4 Video Decoding Support

TV and Satellite Receiver Control with a Single Remote

4 Digit LED Display » Built-in Wi-Fi » Xtream API Support

NextConnect Protocol Support (For TV-Satellite Receiver Communication) - SN TURKSAT

Easy Installation and Simple Interface UKGS

Plug and Play » Ready Channel List

Local and National Hardware and Software » Made in Turkey HEVC pLAGa 2in1 o= | [ g pigit i3 UsB |

8 : [vPEG 4] Ethern
‘ e ) S ¥ I
HOomr : wen, N 3 Youlube o) H.265 Ho PLAYO RCU Konerer LED Display v L O
: : lext 4%,




NEXT FULL HD SATELLITE RECEIVER WITH IPTV SUPPORTING next.com.tr

NEXT
KANKY GOLD

FULL HD SATELLITE RECEIVER
WITH IPTV SUPPORTING

ANy
HD GOLD

™ TURKSAT
TKGS

Satellite Channel IR Receiver Module with 4-Digit LED Display
Capacity : 5.000 FullHD 1080p/i Video Resolution

Flash Memory . 8MB YouTube & Weather

RAM Memory . 64MB Teletext & Subtitle

Operating System : RTOS & Next PVR and TimeShift Features (with USB Memory)
USB Terminal 1 2Pcs USB Wi-Fi Device Supporting (Next YE-7601A) )
HDMI Output : Yes FAT & NTFS File System Support

Analog A/V (RCA) USB Media Player Feature

Output : Yes Software Update via USB Device and Network
TKGS Supporting : Yes

ngrammable
smart RC!

» MPEG4 HD Plug and Play Satellite Receiver with
TGKS Feature

» Single Remote Control for TV and Satellite Receiver

» USB Wi-Fi Supporting

» 4 Digit LED Display ™ TURKSAT
» Plug and Play pre-installed channel list TKGS
» Turkey's Most Popular Satellite Receiver :
» Made in Turkey : ) g - FREE 158 | =2
: . 0 2in1 READY 4-Digit e themer USB |
HDmr sz SE Noxtdcm Qe iV EAEO) ) G | LED Dy N we | 2




NEXT FULL HD SATELLITE RECEIVER next.com.tr

NEXT
2023

FULL HD
SATELLITE RECEIVER

Satellite Channel 4-Digit LED Display IR Receiver Module

Capacity : 5.000 Full HD 1080p/i Video Resolution

Flash Memory . 4AMB YouTube & Weather Support

RAM Memory : 64MB Teletext, Subtitles, & Multifeed Support
Operating System : RTOS & Next Recording and TimeShift Feature (with USB Drive)
USB Terminal : 1Pcs FAT & NTFS File System Support

HDMI Output : Yes USB Media Player Feature

Analog A/V (RCA) . Yes Software Update via USB Device and Network
Output Compatible with CRT TVs

TKGS Supporting : Yes

» 220mm Metal Casing
» Plug and Play, Pre-installed Channel List
» Single Remote Control for TV and Satellite Receiver
» 4-Digit LED Display ~ .
» USB Wi-Fi Support ; N TUR K'f K/(\;Sr
» Easy Setup and Simple Interface
» Domestic and National Hardware and Software : .
Homr T S| | o w® | W m | Ele EIR




NEXT GOOGLE ANDROID TV

next.com.tr

NEXT GOOGLE ANDROID TV

Next

Google | androidtv

YE-75EFSG7-QLED
75" 190 Screen UHD 4K Google Android TV

4K Ultra HD Resolution

Google Android TV OS V11 Operating System

Bezel-less Ultra Slim Design

Outstanding Picture Quality

Google and Netflix Licensed Product

Wi-Fi and Wired Internet

Bluetooth Support

Built-in DVB-S2 Satellite Receiver with TKGS Support
PCMCI Module Slot for Encrypted Channels

DVB-C (Cable TV) and DVB-T2 (Digital Terrestrial) Reception
App Store

Netflix, YouTube, Amazon Prime, and More

Durable, Ergonomic Packaging Design for Safe Transport
and Installation

* 3840 x 2160 Resolution
* 3x HDMI Input * 2x USB Input

WIDESPREAD AND FAST AFTER
SALES SERVICE SUPPORT
D Google Play @+’ Hey Google @ ULTRA HD ] Chromecast = putems

NETFLIX | | @Voibe| |Primevides | 2N | 50) S tabii O [ExaeN| FAY o

FREE
INSTALLATION
SERVICE AT
YOUR HOME

Next

Google | androidtv

YE-65EFSG7 - QLED
65" 164 Screen UHD 4K Google Android TV

4K Ultra HD Resolution

Google Android TV OS V11 Operating System

Bezel-less Ultra Slim Design

Outstanding Picture Quality

Google and Netflix Licensed Product

Wi-Fi and Wired Internet

Bluetooth Support

Built-in DVB-S2 Satellite Receiver with TKGS Support
PCMCI Module Slot for Encrypted Channels

DVB-C (Cable TV) and DVB-T2 (Digital Terrestrial) Reception
App Store

Netflix, YouTube, Amazon Prime, and More

Durable, Ergonomic Packaging Design for Safe Transport
and Installation

3840 x 2160 Resolution *
3x HDMI Input * 2x USB Input *

FREE
INSTALLATION WIDESPREAD AND FAST AFTER
SERVICE AT SALES SERVICE SUPPORT
YOUR HOME

» GooglePlay ®e' HeyGoogle [ESl uLTrA HD SO Ghepeesst Tggie  HIDIM
NETFLIX || @Voibe| |Primevideo | 2 | (56) S tabii O [ExaeN| FAY o




bo’

YE-65020GFSG5-4K
65" 165 Screen UHD 4K Google Android TV

» GooglePlay ®e' HeyGoogle [ESl uLTRA HD S Shiemecest T aiee
NETFLIX | | @Vodube|  Pimevideo | 2N SE) S, tabii 1T EEl 32 odwy EH

WIDESPREAD AND FAST AFTER
SALES SERVICE SUPPORT

4K Ultra HD Resolution

Google Android TV OS V11 Operating System

Bezel-less Ultra Slim Design

Outstanding Picture Quality

Google and Netflix Licensed Product

Wi-Fi and Wired Internet

Bluetooth Support

Built-in DVB-S2 Satellite Receiver with TKGS Support
PCMCI Module Slot for Encrypted Channels

DVB-C (Cable TV) and DVB-T2 (Digital Terrestrial) Reception
App Store

Netflix, YouTube, Amazon Prime, and More

Durable, Ergonomic Packaging Design for Safe Transport
and Installation

* 3840 x 2160 Resolution
* 3x HDMI Input * 2x USB Input

FREE
INSTALLATION
SERVICE AT
YOUR HOME

YE-58020GFSG5-4K
58" 147 Screen UHD 4K Google Android TV

4K Ultra HD Resolution

Google Android TV OS V11 Operating System

Bezel-less Ultra Slim Design

Outstanding Picture Quality

Google and Netflix Licensed Product

Wi-Fi and Wired Internet

Bluetooth Support

Built-in DVB-S2 Satellite Receiver with TKGS Support
PCMCI Module Slot for Encrypted Channels

DVB-C (Cable TV) and DVB-T2 (Digital Terrestrial) Reception
App Store

Netflix, YouTube, Amazon Prime, and More

Durable, Ergonomic Packaging Design for Safe Transport
and Installation

3840 x 2160 Resolution *
3x HDMI Input * 2x USB Input *

FREE
INSTALLATION
SERVICE AT
YOUR HOME

WIDESPREAD AND FAST AFTER
SALES SERVICE SUPPORT

» GooglePlay ®e' HeyGoogle [ES uLTrA HD S Shpereesst = Btz
NETFLIX | | @Vodibe| |Pimevideo | 2N 50) S tabii ®) [ExEN| FAE oy




NEXT GOOGLE ANDROID TV

ol

YE-55GFSG7-4K
55" 140 Screen UHD 4K Google Android TV

4K Ultra HD Resolution

Google Android TV OS V11 Operating System

Bezel-less Ultra Slim Design

Outstanding Picture Quality

Google and Netflix Licensed Product

Wi-Fi and Wired Internet

Bluetooth Support

Built-in DVB-S2 Satellite Receiver with TKGS Support
PCMCI Module Slot for Encrypted Channels

DVB-C (Cable TV) and DVB-T2 (Digital Terrestrial) Reception
App Store

Netflix, YouTube, Amazon Prime, and More

Durable, Ergonomic Packaging Design for Safe Transport
and Installation

* 3840 x 2160 Resolution
* 3x HDMI Input * 2x USB Input

WIDESPREAD AND FAST AFTER
SALES SERVICE SUPPORT SERVICE AT
YOUR HOME

» GooglePlay @e' Hey Google [T uLTRA HD SEREE= S
NETFLIX | | @oube| | Pimevideo | o | (56) S, tabii ) EE] A3 oy e

YE-50020GFSG5-4K
50" 127 Screen UHD 4K Google Android TV

4K Ultra HD Resolution

Google Android TV OS V11 Operating System

Bezel-less Ultra Slim Design

Outstanding Picture Quality

Google and Netflix Licensed Product

Wi-Fi and Wired Internet

Bluetooth Support

Built-in DVB-S2 Satellite Receiver with TKGS Support
PCMCI Module Slot for Encrypted Channels

DVB-C (Cable TV) and DVB-T2 (Digital Terrestrial) Reception
App Store

Netflix, YouTube, Amazon Prime, and More

Durable, Ergonomic Packaging Design for Safe Transport
and Installation

3840 x 2160 Resolution *
3x HDMI Input * 2x USB Input *

WIDESPREAD AND FAST AFTER
SERVICE AT SALES SERVICE SUPPORT
YOUR HOME

) Google Play L 3 Hey Google ULTRA HD S Chromecast  pueens AT

NETFLIX | | @touibe| | Pimevideo | o | (56) S tabii O [EXNEN] FAZ o




NEXT GOOGLE ANDROID TV

YE-43020GG4
43" 109 Screen Full HD Google Android TV

W

A 4
3 _'.-'b‘?fﬁ%w f Sl

WIDESPREAD AND FAST AFTER
SALES SERVICE SUPPORT

» GooglePlay @g* HeyGoogle R FuLLHD S st g

NETFLIX | @BVombe|  Primevdee | oG\ G0 S

£ tabii O [ EXKEN il | blutv oy
g

Full HD Resolution

Google Android TV OS V11 Operating System

Bezel-less Ultra Slim Design

Outstanding Picture Quality

Google and Netflix Licensed Product

Wi-Fi and Wired Internet

Bluetooth Support

Built-in DVB-S2 Satellite Receiver with TKGS Support
PCMCI Module Slot for Encrypted Channels

DVB-C (Cable TV) and DVB-T2 (Digital Terrestrial) Reception
App Store

Netflix, YouTube, Amazon Prime, and More

Durable, Ergonomic Packaging Design for Safe Transport
and Installation

*1920 x 1080 Resolution
* 2x HDMI Input * 2x USB Input

nnnnnnnnnnnnnnnnnnnnnnnnnnnnnn

PANEL kullaniimistir.

next.com.tr

Next

YE-42020GG4
42" 106 Screen Full HD Google Android TV

Full HD Resolution

Google Android TV OS V11 Operating System

Bezel-less Ultra Slim Design

Outstanding Picture Quality

Google and Netflix Licensed Product

Wi-Fi and Wired Internet

Bluetooth Support

Built-in DVB-S2 Satellite Receiver with TKGS Support
PCMCI Module Slot for Encrypted Channels

DVB-C (Cable TV) and DVB-T2 (Digital Terrestrial) Reception
App Store

Netflix, YouTube, Amazon Prime, and More

Durable, Ergonomic Packaging Design for Safe Transport
and Installation

1920 x 1080 Resolution *
2x HDMI Input * 2x USB Input *

D GooglePlay @ HeyGoogle [ET& FuLLHD

NETFLIX | | @oulube|  Pi7evidee | e N GO S+ £ tabii

O EE RS owv

W

r_':"l;.& 'i‘?‘*‘.: -
I . _'.-'b‘?gn;fflw -E b

WIDESPREAD AND FAST AFTER
SALES SERVICE SUPPORT

Chromecast ~ “Z2> Dual Band
N\ J built-in 5 802itac

nnnnnnnnnnnnnnnnnnnnnnnnnnnnnnn




NEXT GOOGLE ANDROID TV

YE-32020GG4
32" 82 Screen HD Google Android TV

WETFLIY By

WIDESPREAD AND FAST AFTER
SALES SERVICE SUPPORT

D Google Play O

NETFLIX D VouTube

prime video
N1

* HD Resolution
» Google Android TV OS V11 Operating System
» Bezel-less Ultra Slim Design
- ] "8 | ° Outstanding Picture Quality
*  Google and Netflix Licensed Product
‘F;T o ¢ Wi-Fi and Wired Internet
‘Eﬁ ,{lym_: _‘J e Bluetooth Support
o « Built-in DVB-S2 Satellite Receiver with TKGS Support

*  PCMCI Module Slot for Encrypted Channels
» DVB-C (Cable TV) and DVB-T2 (Digital Terrestrial) Reception
e App Store
* Netflix, YouTube, Amazon Prime, and More

Durable, Ergonomic Packaging Design for Safe Transport

and Installation

* 1366 x 768 Resolution
* 2x HDMI Input * 2x USB Input

Hey Google B High Definition S Shromecast T pwene  HIDJIMN
2 S - - .

e tabii ey RN Fit b T VIR
P+ GO - ot Tiiridve QS&El

Next Digital

Programmable

Universal Smart Remote

Digital
Say goodbye to

REMOTE CONTROL CONFUSION

Control both your TV and Next Satellite Receiver with a single remote.

It learns the buttons on the TV remote, regardless of the brand.

Provides the ability to control Next-branded satellite receivers with one remote.
Phosphorescent volume and channel buttons make nighttime use easier!

The Most Commonly Used Buttons on the TV Remote:

* Power On/Off, Volume Control, Navigation/Channel Change,
Source Change, and OK Buttons.

* You can program these buttons into your Next Digital Remote,
no matter the brand or model of your TV.

* This way, you don't need a separate remote for both your TV
and satellite receiver!

Compatible Satellite Receiver and Monitor Models

Next Innova 4K Ultra HD Linux Hybrid Satellite Receiver
Next 2000 Wi-Fi S Full HD HEVC H.265 Satellite Receiver
Next Kanky Gold HD Satellite Receiver

Next 2071 HD Satellite Receiver I.'
Next 2023 HD Satellite Receiver

Next 2053 HD Satellite Receiver

ext 64 HD Satellite Receiver

xt Kanky HD Satellite Receiver
2000 HD Satellite Receiver
000 HD FTA Satellite Receiver
X Satellite Receiver

. tellite Receiver

. Il HD HEVC H.265 Satellite Receiver
. r Satellite Receiver

. go Blue Satellite Receiver

¢ Next ngo Blue Il Satellite Recei

* Next Minix HD Tango Red Satellite Recei

¢ Next Minix HD Tango Red Il Satellite R

* Next Minix HD Black Il Plus Satellite Re:

* Next Minix HD Bl

* Next Minix HD P!

* Next Minix HD + Plus Satellite Receiver

* Starbox Onyx Receiver

¢ Xbox Forza eceiver

* Next YE-430 h 109 Screen (Satellite Receiver '

Inch 109 Screen (Satellite Receive
2-Inch 109 Screen (Satellite Receive
32-Inch 109 Screen (Satellite Rec

ATTENTION:

To operate the

remote control,
the software of your
satellite receiver
must be updated.

d Satellite Receivers

Supporte o
 Next YE-7601A Next Kanly G0 HO < NXVIET
] « Next 2023 HD - « Next ZUE:’) ‘:\D : Next 2000 H

USB Wi-Fi Dongle with Antenna, +Next 84 HD - NOX T 2000 HD CX

USB Wireless Wi-Fi Nﬁ:;ggo[)[) USB « Next Minix H:DT%gﬁqo el
y Minix

= Connect Your Satellite Receiver to the « Next Minix HD Tango B\u&; ?«Zﬁ Mini HD Tango Red Il

Internet Wirelessly « Next Minix HD Taf:?ﬁ gﬁjs « Next Minix HD Bl lack I S Plus
e M& \:’\[\]n?la\-\n punto $ Plus + Starbox Oy HD

+ Yo Forza HD

. o
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=0 42"

Next YE-42020G6é
42" 106 LED Monitor Screen

Full HD Resolution ¢

TV and Satellite Receiver Control with a Single Remote
NextConnect Protocol Support ¢

Built-in Wi-Fi Enabled Satellite Receiver Support ¢

1920 x 1080 Resolution * 2x HDMI Inputs *
Headphone Output * 1x USB Input * VGA Input *

GH

L=0 43"

Next YE-43020G6
43" 109 LED Monitor Screen

e Full HD Resolution

e TV and Satellite Receiver Control with a Single Remote
¢ NextConnect Protocol Support

e Built-in Wi-Fi Supported Satellite Receiver

*1920 x 1080 Resolution * 2x HDMI Input
* Headphone Output * 1x USB Input * VGA Input

A
HF

el FULL HD [H:lml] [""W"’] [L'E?]

EXT LED MONITOR SCREEN

L =0 32"

Next YE-32020D2
& " 82 LED Monitor Screen

: HD Resolution e
seiver Control with a Single Remote o
i NextConnect Protocol Support e
\Wi-Fi Enabled Satellite Receiver Support e
b\ tion to Operate in Vehicles with
= 12VDC/24VDC/220VAC Power

= 1366 x 768 Resolution * 2x HDMI Inputs *
eadphone Qutput * Composite Video/L/R Input *
1x USB Input * VGA Input *

@ High Definition [HD"'"] [""5""7"] C_E?j

next.com.tr

B2 High Definition [z | [ ispe | [ -SR

L=0 24"

Nextv YE-24020D2
24" 61 LED Monitor Screen

o HD Resolution

o TV and Satellite Receiver Control with a Single Remote

o NextConnect Protocol Support

o Built-in Wi-Fi Enabled Satellite Receiver Support

o Option to Operate in Vehicles with
12VDC/24VDC/220VAC Power

* 1366 x 768 Resolution * 2x HDMI Inputs * Headphone Output
* Composite Video/L/R Input * 1x USB Input * VGA Input

L =0 22"

Next YE-22020D2
Next YE-22020KT (12V DC)
22" 55 LED Monitor Screen

Full HD Resolution

TV and Satellite Receiver Control with a Single Remote
NextConnect Protocol Support

Built-in Wi-Fi Enabled Satellite Receiver Support

1920 x 1080 Resolution * 2x HDMI Inputs *
Headphone Output * 1x USB Input * VGA Input *

GH

B oo (nom) (ume ) (=3)




PLATINUM

YOUR HOME

HIGH WORKPLACE
PERFORMANCE

LOW
NOISE

Central

Control
System

eI EER NEXT ALARM SYSTEMS

Input Frequency :10.70~12.75GHz
Output Frequency : 950~2150MHz
Local Oscillator  : 9.75GHz/10.60GHz

Gold Plus
Quattro LNBF

Input Frequency :10.70~12.75GHz
Output Frequency : 950~2150MHz

Local Oscillator  : 9.75GHz/10.60GHz Noise Ratio :01dB
Noise Ratio :01dB Fu
10808, ULTRAHD IMS-WES-02 MS-5R1
Fu 4( Wireless Alarm Panel Sighal Repeater
e MS-763 LTE 'OT-._IHub Range Extender
Wireless i i
Smoku?'DeIec?cr x
Platinum
Twin LNB (2'l}) |
Input Frequency : 10.70~12.75GHz MS-’DM i ¥ ,
. Output Frequency : 950~2150MHz Wireless BV % MS-S8B
Platinum Local Oscillator  : 9.75GHz/10.60GHz Motion Sensor | v g Wireless
v Noise Ratio :01dB Qudeor.ren
Quad LNB (4'10)
Input Frequency : 10.70~12.75GHz Fu . S o ) e
Output Frequency : 950~2150MHz =il - ks
Local Oscillator  : 9.75GHz/10.60GHz I sos tuyd |
ya
Noise Ratio :01dB 1
FullHD
ULTRAHD
Platinum J ]
i MS-RC1 ' i
Octo LNB (8'li) P ; s y
Input Frequency : 10.70~12.75GHz Wireles:‘gﬁr‘:&indow Ms-D2A MS-D9A
Output Frequency : 950~2150MHz Canitct Sansor , Pef-Sensifive Glass Vibration
Local Oscillator  : 9.75GHz/10.60GHz i e Penser
Noise Ratio :01dB
FullHD
ULTRAHD

& App Store

#® Google Play
== AppGallery

Scan the GR Code to download the app




TECHNICIAL SPECIFICATIONS

» Robot Vacuum Cleaner and Mop 2in 1

« Laser Navigation with Lidar Distance Sensor

« Real Time Navigation Map

« Control with TUYA Smart

» Crash and Cliff Sensors

« Up to 180 min. Cleaning Time with 5000mAh Battery*

« 400ml Dust Box

» 300ml Water Tank

« Adjustable Suction Power up to 2700Pa

« E11 Class Washable Hepa Filter

« Electronic Mop Wetness Control

« Washable Mop

» 2.4GHz 802.11 b/g/n Network Connection and Remote Access
« Up to 5pcs Maps storing and Forbid Zone Function

» Autfomatic Room Recognition

« Automatic Suction Adjustment on Carpet

« Area and Spot Cleaning

» Charging Dock with 220VAC/50Hz  24VDC/1.0A Power Adaptor
« Automatic Return to Charge

« Low Noise Operation <65db

« Effective Cleaning with Edge Brush, Rotating Brush and Suction Fan
« Spare Washable HEPA Filter and Side Brush Free

* Performance values are given based on standard suction power under smooth and unobstructed floor conditions.
Varies depending on the environment the product is used

Pro-maid X8

Robot acuum Cleaner

Your Home's
Smart
Assistant

Room Manage

Start smart

0, U

LDS Real-time Key & APP 2700Pa
Laser Navigation Navigation Map Control Suction Power

I. BIGGER
BATTERY

5000mAh

@
G

Vacuum Sweep Low Noise 400m!| 300ml
and <65db Dust Box Water Tank

Mop 2-in-1

. (@)

5000mAh Otomatik *Cleaning Area Volume
Battery Sarj With Full Charge Control

\

.' App Store
®» GooglePlay

wwa AppGallery

)

® Q@

oW 2.4GHz 80211 big/n *180 Minutes
Power Wireless Working Duration

Scan QR code fo download
the opplication

SUBWOOFER

2.1 Stereo Sound System
Subwoofer - Soundbar

SOUNDBAR

Bluetooth

Connect Wirelessly
via Bluetooth

(« )

HDMI Remote
ARC Control

Frequency Range
40Hz-20Khz

B /4 -4

Coaxial 0W LED 8" Wooferina 2 Wireless Power Input
Input RMS Display 9mm MDF Cabinet VHF Microphones AC 220V / 50Hz




MiInix

MX-1000

ELECTRIC

® 1000 Watt

INDUCTION

______ : ® Adjustable Heat Control

® 2400RPM Turbo Fan
With Grill Pan and Deep Pot

Stylish and Compact Design

8-Step Temperature Control Adjustable
Heat Control

2400RPM Over Heat
> Turbo Fan Protection

indiiksiyon 1800W

Touch Panel
Over Heat Touch Panel J Control Buttons
Protection Control Buttons / i

Overcurrent Ceramic
Protction Surface

()&
£




NEXTSTAR WALL MOUNT
next.com.tr

NEXTSTAR
WALL MOUNT

l Shock
“Resistant
IEasyand
Practical
Installation

YE-2204
Adjustable Wall Mount YE-2232
Fixed Wall Mount YE-2242 X
E Fixed Wall Mount

y o4 T —

e

YE-2265
Fixed Wall Mount YE-4270
E Fixed Wall Mount

= oy

_—

NEXTSTAR WALL MOUNT
next.com.tr

NEXTSTAR
WALL MOUNT

I Compatible withAll Brands of

LED and LCD'TVs

YE-4285 Y
Fixed Wall Mount

=

YE-5501
Adjustable Wall Mount YE-5505
Adjustable Three-Arm Wall Mount

y 7 4

-

YE-6603
Lockable Adjustable Six-Arm Wall Mount

YE-5506

ble Adjustable Three-Arm Wall Mount

y2 ff s

N

Locka




CNET NETWORK PRODUCTS

\\. CNE?*:..

next.com.tr

Adding Value to Your CCTV, AP,
and Infrastructure Projects

SN

32CNet

connecting life & fun

-

High-Performance

( : N e-l- P ro d U C-I- S CVR1200G WRAC1200Z WNIR3300L
1200 Mbps Wireless 1200 Mbps Wireless ADSL-VDSL Router
ADSL-VDSL2 Modem Wi-Fi Router
’ Router
With the Assurance of Next&NextStar
: @r m ﬂ' E,
]j
: | /./
CAP1200Q WNIX1200G WNOR500H
Ceiling-Mount Access 1200 Mbps Outdoor 5Ghz 450Mbps
: Point / PoE Input Wireless Signal Extender High Power AP/CPE
; : PoE Input
; vvy vl
B oe .= FEH= B
vevvivevslvvevivly - ' L &
. — 33CNet _
' - - TN -
: ¥fr 3\ A o -
‘\\ .".N\\ -— - - -
WRHC1200G WRHC1750G
GIGABIT Router GIGABIT Router

|

connecting life & fun

33CNet | 1
AUTHORIZED DISTRIBUTOR

Next & NextStar



CNET NETWORK PRODUCTS

CN ET

CNet CSH500-CSH800

5-8 Port 100 Megabit
Ethernet Switch

> 8x 10/100Mbps

CNet CSH800Z
8-Port Ethernet Switch

» 24 V PoE Compatible

CNet CSH-8008P

8 Port PoE Switch
Ethernet Switch

> 8 Port PoE 130W

CNet CSH-2422GSP
24 Port PoE Swicth

» 24 Port PoE 300W
» 4x Port SFP
» 4x Port Uplink

CNet CSH500P
5 Port Gigabit PoE Switch

p 4 Port PoE 96W
» 1x Port SFP
» 1x Port Uplink

I CNet CSH800P
9 Port 10/100 Mbps

PoE Switch

» 8 Port PoE 96W
» 1x Port Uplink

I CNet CSH-1600E
16 Port Ethernet Switch

» 16 Port 10/100Mbps

I CNet CSH-2400
Fast Ethernet Switch

) 24 Port 10/100

CNet CSH524P
Fast Ethernet Switch

p 4 Port PoE 96W
» 1x Port SFP
» 1x Port Uplink

CNet CSH800FP
8 Port PoE Switch

» 8 Port PoE 120W
p Ix Port SFP
» 1x Port Uplink

I CNet CSH-1602GSP
16 Port Poe tSwicth

» 16 Port PoE 250W
» 2x Port SFP
» 2x Port Uplink

I CNet ACC80 AC

Controller & Gateway

» WLAN Controller

CNET NETWORK PRODUCTS

next.com.tr

next.com.tr

33CNet

connecting life & fun

CNet CGS-1600

CNet CGS-800 CNet CSH524P

8 Port Gigabit 16 Port Gigabit 24 Port Ethernet Switch
Ethernet Switch Ethernet Switch
- = e ~ Seeeeseeess

» 8 Port 10/1000Mbps » 16 Port 10/1000Mbps » 24 Port PoE 70W

» 1x Port Uplink

CNet CGS-24X4SFW

24 Port Gigabit
Managed Switch

CNet CGS-1622SP CNet CGS-2422SP

16 Port Gigabit 24 Port Gigabit
PoE Switch PoE Switch

» 24 Port PoE 300W

p 24 Port Gigabit p 4x Port Uplink
P 2x Port SFP P 4x Port SFP P 4x Port SFP » 1x Console Input
» 2x Port Uplink » 4x Port Uplink

» 16 Port PoE 250W

CNet CGS-24X4MSFP
Managed Switch

CNet CGS-12x12MSFP
Managed Switch

» 12 Port Gigabit p 1x 1x Console Input ) 24 Port Gigabit p 4x Port Uplink

» 12 Port SFP » 4x Port SFP » 1x Console Input

CNet CGSHI-502GSFP CNet CPX-100

Industrial PoE Switch Extender

CNet CGSHI-802GSFP
Industrial PoOE Switch

» 8 Port PoE » 4 Port PoE
Gigabit Gigabit
P 2x Port SFP P 2x Port SFP




NEXT LED LIGHTING

Acil Sarjli

next.com.tr

6500K
6500K
6500K

YE-E27RL-9W
YE-E27E-7W (Emergency Rechargeable)
YE-E27EM-9W (Emergency Rechargeable)

4000K
4000K

RECHARGEABLE D“
EMERGENCY " ﬁ
ENERGY
LIGHTING f SAVING
50.000x Upto %85 100-240V

MODEL WATT Dl R COLOR LUMEN
YE-SLY-3W 3w 65mm 3000K | 4000K | 6500K 240
YE-SLY-9W ow 130mm 3000K 6500K 630
YE-SLY-12W 12w 150mm 3000K 6500K 840
YE-SLY-15W 15W 170mm 3000K 6500K 1050
YE-SLY-18W 18W 200mm 3000K 6500K 1260
YE-SLY-24W 24W 280mm 3000K | 4000K | 6500K 1680

50.000¢ Upto%gs 85-260V

HOLE
DIAMETER

YE-SLK-6W 420
YE-SLK-9W 630
YE-SLK-12W 840
YE-SLK-15W 1050
YE-SLK-18W 1260

o
oFF SAVING.

50.000¢ Upto %85 100240V

YE-TCY-15W 4000K
YE-TCY-18W 4000K 1260
YE-TCY-24W 4000K 1680

m
-3 »
4 ENERGY

or SAVING

50.000¢ Upto %85 165265V

YE-TCK-18W

YE-TCK-24W 1680

o

2N v A2
ENERGY

oFF SAVING.

50.000¢ Upto %85 165265V

NEXT LED LIGHTING

T
Sleg Tubg

next.com.tr

YE-CLY-18W

YE-ECLY-18W
(Radar Sensor, Battery-Powered,
Light Sensor Emergency Lighting)

1800

Light
Sel%’sar

EMERGENCY
Lighting

Gy DEQE

oo Microwave & 50000 Upto%ss 165-265V
Light Sensor

YE-T8FG-9W

YE-T8FG-10W 900
YE-T8FG-18W 1400
YE-T8FG-22W 2000

m
BN »
’. ENERGY

3 SAVING

50.000x Upto%gs 165-265V

YE-BAT-18W (60cm)

YE-BAT-40W (120cm) 6500K

3000

o
3 »
}. ENERGY
oFF SAVING

50.000x Upto %85 220-260V

YE-SP-48W
(60X60) Panel Light

With this product, you won't experience any of the following:
Dimming - Shadowing - Yellowing
Uneven Light Distribution - LGP Cracking

on
N M 0D [
OFF SAVING.

50.000x Upto %85 165-265V

YE-FL-20W

YE-FL-30W 2600
YE-FLT-50W 4000
YE-FLT-100W 8000
YE-FLT-150W 12000

o
N B EA [
oFF SAVING

50.000x Upto %85 165265V



NEXTSANTRAL MULTISWITCH next.com.tr NEXTSANTRAL PROFESSIONAL SERIES

NEXTSANJIRAL NEXTSAN.LRAL

MULTISWITCH

® SAT TAP Gain: +5dB

M . . PRODUCT DESCRIPTION MODEL'S Next R-4000 Fiber Optical Receiver Next R-3000 Fiber Optical Receiver Next R-2000 Fiber Optical Receiver
meol ey Qh_d oS o Gold Plus Hybridi 10 Inputs Series Cascadable /Terminated Multiswitches YE-10/8 ~ TERMINAL / CASCADE 4 Satellites 16 Polarisations + RF (Terrestrial) 3 Satellites 13 Polarisations + RF (Terrestrial) 2 Satellites 9 Polarisations + RF (Terrestrial)
= - - e Apartments, Sites, Residences Weak Curicnt Satclfite System Instaliations YE-10/16 TERMINAL / CASCADE
= | . e 2 Sateliite Dishes +1Digiturk DMDU +1CCTV & Terrestrial Signal TECHNICAL SPECIFICATIONS ’ ixg g TECHNICAL SPECIFICATIONS _ TECHNICAL SPECIFICATIONS
=k Next = 10 Sefies : AShate’:IIllJtlleH%rLrje/sE:_z\?ar?rY g_aileD _\(ngnzl\/qi;p:r;:’VI;O;‘::EBK'A‘%/U LNB Input YErR/ZA S IERMELL /00 AL ® Single Core for Satellite and * Single Core for Satellite and o Single Core for Satellite and
= MULTISWITCH fia H Y B RI D e iviade In' Tur K..\y.;%ardware and Softv?/are‘Deg N — YE_1O/32 IERMINEE / (E-CLDE sehacied ocioge e oy i . separated core
- ot a= ! - Yy Her Y YE-10/40  TERMINAL / CASCADE optical receiver optical receiver o e optical receiver
: ri : M u |t|SW|tCh ® Gain adjustment for each ® Gain adjustment for each ® Gain adjustment for each
~ eoy PRODUCT FEATURES YE-10/48  TERMINAL / CASCADE polarisation polarisation polarisation

- ] : y ® LED indicator for each IF ® LED indicator for each IF ® LED indicator for each IF
e o © Operating Frequency (SAT): 950-2150 MHz YE-10/64  TERMINAL / CASCADE signal input signal input signal input
= = : SAZT%‘S? E{?;;;C%;i? 4\1/7-862 Mz YE-10/80 TERMINAL / CASCADE 2 (L_ED lights on in case the input e (LED lights on in case the input _' . (LED lights on in case the input
il B e - pAT e £ Bu signal exceeds 70dBuV level) signal exceeds 70dBuV level) SRR EEEELE] signal exceeds 70dBuV level)
a3 E solation S (TAP): >39d YE-10/120 TERMINAL / CASCADE e Local, National Hardware ' e Local, National Hardware PEEEENNEN | ocal, National Hardware
. = ® Isolation SAT- SAT: >35dB and Software and Software ' :

: and Software

- = ® |solation SAT- TERR: >40dB

CCHANGE WER AGHT 2 COy,
WARRANT © TERR TAP Gain (Active-Passive): +6dB / -18dB ¢ o) N\ £\ &@%’
‘  DiseqC Version: DiseqC 1.0/ 2.0 s s v

S 5 . 3k
® Current (for each user port): 47 mA Horizontal (H) 32 mA Vertical (V) ~

o= = PRODUCT DESCRIPTION MODEL'S
u-.u_d]_-.u

« Next Gold Plus Hybrid 14 Inputs series Cascadable /Terminated Multiswitches YE-14/8 TERMINAL / CASCADE

R4 Quattro Optical Receiver

1IF +1RF 40-2200MHz

TECHNICAL SPECIFICATIONS
® 1 Satellite / 4 Polarization Single-Core, SC/APC

T4 Quattro Optical Receiver

1IF +1RF 40-2200MHz
TECHNICAL SPECIFICATIONS

® 1 Satellite / 4 Polarization Quatro / C Band
® 18V/500mA LNB power supply with short-circuit protection Optical Receiver
for each input. ® Separate gain adjustment for each Satellite and

© Separate gain adjustment for each Satellite and RF input. M RF output.

MSees - et ooy e | MESATERMINAL| GASCADE | rod e o o
cnes o 4K, FUIHD, DVB-S2, DVB-S, DVB-T2, DVB-T, DVB-C compatibility YE-14/14  TERMINAL / CASCADE e Single-core, Single-mode SC/APC connector output. » Domestic, National Hardware and Software. -
H Y B RI D o Satellite, Terrestrial and Cable TV Signal supporting, YE-14/20  TERMINAL / CASCADE © Domestic, National Hardware and Software.
Multiswitch e Lheln - YE-14/24  TERMINAL / CASCADE
pliessienieylbardware'and software design / JEEE NO COOLING FAN REQUIRED ( MINIMIZES MAINTENANCE COSTS WITH NON-COOLING LASER TECHNOLOGY)

YE-14/32  TERMINAL / CASCADE

PRODUCT FEATURES YE-14/64  TERMINAL / CASCADE

 Operating F (SAT): 950-2150 MH YE-14/96  TERMINAL / CASCADE 16XIF 1XAF Single Cora Optic Tiansriter
« Operaing Fequency (TER): 47-862 Mz . . e TECHNICAL SPECIFICATIONS h
o Max. Output Power: 100 dBuV Next o 4 Satellite / 16 Polarization Quatro / C Band / MDU LNB Input

T-4000 Plus

® |solation SAT (TAP): >39dB

® |solation SAT- SAT: >35dB

 |solation SAT- TERR: >40dB

® SAT TAP Gain: +5dB SISHT (o

>
* TERR TAP Gain (Active-Passive): +6dB / -18dB G

YEARs © DiseqC Version: DiseqC 1.0/ 2.0

® Current (for each user port): 47 mA Horizontal (H) 32 mA Vertical (V)

* 18V/500mA short-circuit protected LNB inputs.

o Adjustable gain values for satellite and terrestrial signals.

= e LED indicator for each IF signal input (LED lights up when the input signal exceeds 70dBuV).
¢ Single-core SC/APC connector output with single-mode fiber cable.

T-4000 Plus

o TECHNICAL SPECIFICATIONS

ol
=]
o Ngg o 3 Satellite / 13 Polarization Quatro / C Band / MDU LNB Input
—— — PRODUCT DESCRIPTION MODEL'S 8 * 18V/500mA short-circuit protected LNB inputs.
. L_d]_-,g : o Next Gold Plus Hybrid 17 Inputs series Cascadable /Terminated Muttiswitches  YE-17/8  TERMINAL / CASCADE 8 = . fﬁgfﬁiﬂit%?'%ﬁiﬁfﬁ fé’ rs;antg:l:aii?c(itgegﬁ;thrg j;)g\?/ahl:n the input signal exceeds 70dBUY)
A N " . . [ C o N
. Apartms.ents,.snes, Reswndi.ences weak current satellite systgm |pstallatlons YE-17/12 TERMINAL / CASCADE (= e Single-core SC/APC connector output with single-mode fiber cable.
q © 4 Satellite Dishes +1 Digiturk DMDU +1CCTV & Terrestrial Signal =
14 Series o 4K, FUIHD, DVB-S2, DVB-S, DVB-T2, DVB-T, DVB-C compatibility YE-17/14  TERMINAL / CASCADE =
o Satellite, Terrestrial and Cable TV Signal supporting, A XIF 1XRF Single Core Optic Transmitter o
H YB Rl D gt o LB et YE-17/20 TERMINAL / CASCADE BT o TECHNICAL SPECIFICATIONS
Multiswitch © Made In Turkey hardware and software design YE-17/24  TERMINAL / CASCADE NeXt o 2 Satelliite / 9 Polarization Quatro / C Band / MDU LNB Input

T-2000 Plus

YE-17/32  TERMINAL / CASCADE

PRODUCT FEATURES YE-17/64  TERMINAL / CASCADE

© Operating Frequency (SAT): 950-2150 MHz YE‘17/96 TERMINAL / CASCADE
© Operating Frequency (TER): 47-862 MHz

© Max. Output Power: 100 dBpV
* |solation SAT (TAP): >39dB

® |solation SAT- SAT: >35dB
o Isolation SAT- TERR: >40dB Next YE-1720 (17/17) IF Amplifier Next YE-1420 (14/14) IF Amplifier Next YE-1020 (10/10) IF Amplifier
. in: + GHT

Pl S ———— ‘f‘Cﬁ’ £l g LNB Powered (16V DC 2A) LNB Powered (16 DC 2A) LNB Powered (16V DC 2A)

® DiseqC Version: DiseqC 1.0/2.0
® Current (for each user port): 47 mA Horizontal (H) 32 mA Vertical (V)

* 18V/500mA short-circuit protected LNB inputs.

¢ Adjustable gain values for satellite and terrestrial signals.

o e LED indicator for each IF signal input (LED lights up when the input signal exceeds 70dBuV).
e Single-core SC/APC connector output with single-mode fiber cable. ]

- e S . p

T-2000 Plus

BYEIS2 BYEI T2 Next YE-11F
Fullio 4< "Fb Next It

4q< Vikrkiye DOUBLE .
KONNEKTOR ‘ﬁ
s INPUT : AC 100-240V
YE-1615 OUTPUT: DC 16V 1.5A

AC-DC 16V 1,5A

o0—GC—® @ —_— ; Input: 16 Sat + 1 Terr Output: 17/17 Input: 13 Sat + 1 Terr Output: 14/14 Input: 9 Sat + 1 Terr Output: 10/10




NEXTSANTRAL PROFESSIONAL SERIES next.com.tr NEXTSANTRAL PROFESSIONAL SERIES next.com.tr

NEXTSANTRAL

NEXTSANJIRAL

PROFESSIONAL SERIES PROFESSIONAL SERIES

Next YE-860S1

45-860 MHz Line Amplifier

Next YE-801HD

RF Modulator with HDMI Input

Next YE-200HD

HD Encoder & DVB-C / DVB-T Modulator

Next YE-840 HD QSPK

8 Demodulator
A,

\j 4

TECHNICAL SPECIFICATIONS

Nominal Gain : 32dB

TECHNICAL SPECIFICATIONS

TECHNICAL SPECIFICATIONS

A ! Ready for

TECHNICAL SPECIFICATIONS

Used to Convert Satellite Signals into Audio and Video
Professional 19" Rack Cabinet with 4 Channel QPSK-Video/Audio
Demodulator

) e Full Band RF Modulator with HDMI Input o Content Playback from USB Flash Drive ecb U H DTV e 24 Channel RCA Output
: Output Modes * 1-way coupler or 2-way splitter o Converts HDMI signals to analog RF channels. o High RF Output Level _ e Individually Adjustable via Remote Control from the Front Panel
. g:sgﬁ;:f;:'nge : SP%%%‘Q’ e Can use AHD DVR, IP NVR recorders, satellite receivers, or DVD player o Excellent Audio and Video Synchronization [ o ] A [Q z«.:w] e 100% Turkish Engineering and Design
o Attenuation Adjustment : 0~200B HDMI outputs as sources. i * RF Loop Output 5 ~ 2,200 MHz [ LED ] [ PLL ] [RFMW] » Compatible with DISEGC 1.0, 1.2, Suitable for Signal Input from Multiswitch
o In-band Ripple . <+ 0.75dB * All settings can be adjusted via the LED display and control buttons on the * Video Bit Rate Support up to 30 Mbps Screen Control ) |_&-s62 mhz. e Perfect Compatibility with Single Sideband (VSB) Modulators via
® Return Loss ! > 16@87~550MHz = 14@550~862MHz front panel. * Minimum 36 dB MER (Modulation Error Rate) FullHD Audio/Video Output
® C/CSO : 60dB ® The analog output signal can be distributed to desired viewing points using * Low Power Consumption and Energy Saving Mode
* C/CTB ¢ 61dB RF distribution components.
© Noise Figure : 9dB ® Analog Dual Sideband (DSB) Modulator.
© Power Supply ¢ 220V/AC Next YE-3343D3 Next YE-3542D
® Power Consumption C12W

Next YE-805 Plus

RF Modulator with A/V Input

TECHNICAL SPECIFICATIONS

e Full Band RF Modulator with A/V Input

* Used to convert audio/video signals into RF channels.

 Built-in full band modulator with audio-video input.

e All settings can be adjusted via the LED display and
control buttons on the front panel.

* Analog Dual Sideband (DSB) Modulator.

EBEYEY 5 O

Next YE-2408

Duvar Tipi Grup TAP-OFF

Next YE-803

Modulator with 12V Output

TECHNICAL SPECIFICATIONS

e Modulator with 12V Output

¢ Used to convert audio/video signals into
channels in the VHF-UHF band.

e Built-in single-input modulator.

¢ All settings can be adjusted via the LED display
and control buttons on the front panel.

e Analog Dual Sideband (DSB) Modulator.

Duvar Tipi Grup TAP-OFF

et on (3

Q=

Input Screen Control

Next YE-837

Multiband Indoor Ampilifier

TECHNICAL SPECIFICATIONS

® 32 UHF Inputs with 32dB Gain and
1VHF/ FM Input

* With dual UHF inputs, it can combine and dis
tribute UHF broadcasts from different
directions and VHF/FM broadcast sources.

o Built with high-quality hardware for

long-lasting performance.
2
Next YE-2402SP

Duvar Tipi Grup Splitter

DVB-C QAM Modulator

TECHNICAL SPECIFICATIONS

8x4 FTA QAM Modulator

8x DVB-S/S2 Input FTA Tuner, 4x QAM (DVB-C) RF Output Modulator
Excellent RF Output Performance. MER > 40dB

PSI/SI Editing and Insertion Support, PID Remapping

LED Indicator and Keypad Support

Remote Access Support via Web

Update Support via Web and USB

of |

mCLAsS CABLE

B USBRECORDER & PLAYER
o
ﬂ [ = . .
T

TS Recorder and USB Storage:

Asp

YE-3542D can output the Video Source
as a *.ts format file and

*.ts Video creation software:

v
Connect the signal source to YE-3542D ole
and start the encoding process. W The practitioner can create a *.ts file

v with videos, pictures and music content
on the PC with the software we provide

DVB-C QAM Modulator

TECHNICAL SPECIFICATIONS

o 4x4 Cl QAM Modulator

4x DVB-S/S2 Input CI Tuner, 4x QAM (DVB-C) RF Output Modulator
Excellent RF Output Performance. MER > 40dB

BISS Decryption Feature, Accurate PCR Adjustment Support

PSI/SI Editing and Insertion Support, PID Remapping

LED Indicator and Keypad Support

Remote Access Support via Web Update e Support via Web and USB

oy
ety (A FullHD D3 tPuss 2.0

GENERAL INFORMATION

The YE-3542D is a multi-input modulator, described as an all-in-one device that integrates
various units for demodulation, trans-mux, modulation, and RF output in the appropriate for-
mat within a single chassis. It features a 1U rack structure with four tuner inputs for receiving
satellite signals (options for cable TV and terrestrial broadcasts are also available). To meet dif-
ferent application requirements, the YE-3542D is equipped with 2 ASI input and output ports,
2 independent ASI group ports, and 2 MPTS UDP IP ports. The output provides modulated
signals for reception by TVs and STBs. A USB port is designed for recording encoded video
(TS) in TS files, which can be stored on a USB memory stick. TS files can also be played via a
USB HDD or stick. The unit includes four CAMs/Cls, and BISS scrambled broadcasts can be
descrambled. Its modular structure allows for module replacement when necessary, ensuring
flexibility for future upgrades.

B W P . R W el - b b e W . ay T TR A B EE A e ae kot Start recording and save the generated : - FULL HD SATELLITE RECEIVER
T ERTINE 2 . £ TR Y . TR e - . TS file on the USB Memory. . o edsavelh e ISPmenOrysicia (Cable, Terrestrial Receiver)
Next = ot —————rh MNexl e e — R el s - — A ‘\%4\‘\3 Move the fles into the application

i Zm’::&i:’ ;}:;I;tsc‘r:;:‘o;e_ With the Minix HD Combo Receiver, you can watch satellite broadcasts or

Image: JPG, PNG, GIF . digitéal headend (QAM) mogu\ationsT;hrough ? single channelu\ist without

“MP2 WAV needing to press any extra buttons. This seamless integration allows you to

TECHNICAL SPECIFICATIONS TECHNICAL SPECIFICATIONS TECHNICAL SPECIFICATIONS = e e A Sasily switth betnien satolite and cable channels in ane Unfied interface,
e Frequency e Frequency  Frequency T W, _ -

Operating Range :  47-2150 Operating Range : 47-2150 Operating Range : 47-2150 F= = *.ts Start creating the video file » Smart remote control feature with compatibility support for many TVs.

H Required USB Memory Features: High Speed USB2.0 and FAT32 formatted.

. . . « Custom startup logo for hospitals, hotels, or residential complexes.
* Cascade Loss - 1dB e Cascade Loss 1B e Cascade Loss © 1dB Insert the USB Flash memory with the *.ts file into YE-3542D and play the content * Restricted menu support with a special mode (Hotel Mode).
e Tap Output : 8dB e Tap Output : 12dB e Outputs : 9IF/1RF v

° Outputs . 9IF /1RF ° Outputs o 9IF / 1RF It can play a video up to 4GB in size and videos in a loop.
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Next YE-16VSB (S10-S25 / S26-541) Next YE-3394C

Rack Type 16 Fixed Channel Single Sideband DVB-C QAM Modulator
AV Modulator

Berrni AR el
UL LRV

TECHNICAL SPECIFICATIONS TECHNICAL SPECIFICATIONS
* Used to convert Audio/Video signals into channels in the VHF-UHF band. 16x16 FTA QAM Modulator
The 19" professional rack cabinet contains 16 VSB modulators and an SMPS power supply kit. 16x DVB-S/S2 Input FTA Tuner, 16x QAM (DVB-C) RF Output Modulator
All settings can be adjusted via the LED indicator and control buttons on the front panel. Excellent RF Output Performance. MER > 40dB
100% Turkish engineering and design. PSI/SI Editing and Insertion Support, PID Remapping
Can operate safely, stably, and with long service life thanks to the cooling fans. Remote Access Support via Web
Single Side Band (VSB) modulators allow the use of adjacent channels. Update Support via Web and USB
Each of the 16 independent modules can be easily replaced during servicing.
Has a low C/N (Carrier-to-Noise) ratio.

ATTENTION!: Please contact your sales representative to select the model y 3 0
. N BcLass
suitable for your project.

Next YE-2502A Next YE-2503A Next YE-2504A

5-2400 MHz Splitter 2 Way 5-2400 MHz Splitter 3 Way 5-2400 MHz Splitter 4 Way

e,

Frequency Insertion Isolation Between| Return Loss Frequency Insertion tion Between|  Return Loss Frequency Insertion Jsolation Between
Range (MHz) Loss (dB) Inputs (dB) (dB) Range (MHz) Loss (dB) Inputs (dB) (dB) Range (MHz) Loss (dB) Inputs (dB)

5-40 | <40 >18 >10 540 | <75 | >22 |  >10 <8.0 >22

40-1000 <4.5 >22 >12 40-1000 <8.0 >20 >12 <8.5 >20
1000-1750 <9. >20 >12
71750-2400 ) \ 71750-2400 <10.5 >20 >10 ) \ 71750-2400

TECHNICAL e All ports have power pass capability. » Power pass maximum: 24V/800mA
SPECIFICATIONS e Shielding Factor: 100dB for 5-2400MHz « All F-Connector ports have 75 Q impedance.

Next YE-2206A Next E-2508A Next YE-2501B

5-2400 MHz Splitter 6 Way 5-2400 MHz Splitter 8 Way 5-2400 MHz /
TAPOFF

3 _'I in .u.'_l ::] [

HIGH QUALITY
SIGINAL DI T RIDUV T IVIN
Frequency Insertion Isolation Between| Return Loss Frequency Insertion Isolation Between| Return Loss Frekans Gegis Yan Cikis |Geriye Dogru| _Tap Kayip | Geriye Dogru oY S I1E M S
Range (MHz) Loss (dB) Inputs (dB) (dB) Range (MHz) Loss (dB) Inputs (dB) (dB) Araligi (MHz) | Kaybi (dB) | Kaybi (dB) | Yalitim (dB) | Toleransi (dB)| Yalitim (dB)

<10.5 >22 5-40 <8.0 >22 >10 5-1000 | <2 >25 | . >10
40-1000 <8.5 >20 >12 ey <= s G0N
1000-1750
1750-2400

TECHNICAL SPECIFICATIONS

TECHNICAL e All ports have power pass capability. « Power pass maximum: 24V/800mA e All ports have power pass Capapi!ily. ,
SPECIFICATIONS e Shielding Factor: 5-2400MHz icin 100dB'dir. o All F-Connector ports have 75 Q impedance. © ShElElig s &2z (g1 T00slEElr
. * Power pass maximum: 24\/800mA

* All F-Connector ports have 75 Q impedance.

MULTISWITCH
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Next YE-6401AL

TV COAXIAL CABLE TV COAXIAL CABLE

Next YE-9601AL

next.com.tr

Next YE-9602SAL

TV COAXIAL CABLE

RG6 U/6: RG6 U/4:
1.02MM CCS(21%) 1.02MM CCS(21%)

NUMBER OF WIRE: 64 NUMBER OF WIRE: 96

Next YE-6403AL

TV COAXIAL CABLE

300

METER

Fug™

RG6 U/6:
1.02MM CCS(21%)

NUMBER OF WIRE: 64

Nextnet BB623

NETWORK CABLE

Nextoed

~\ [neswork kasLo

UTP4 CAT-v = .NG

BB623 @ UTP4 CAT-6 23AWG
0.57CU+1.04PE

RG6 U/6:
1.02MM CCS(21%)

NUMBER OF WIRE: 96

Next YE-9604SAL

TV COAXIAL CABLE

300

METER

Fulg®

RG6 U/6:
1.02MM CCS(21%)

NUMBER OF WIRE: 96

Nextnet BC624

NETWORK CABLE

Nexted
NETWORK KABLO

UTP4 CAT-6 24AWG

- @

UTP4 CAT-6 24AWG
0.51CCA+0.96PE

Next Accessory

NextAccessor

next.com.tr

ADAPTER, CABLE, SOCKET

NextPower NP20 CHARGING ADAPTER

NP20

» Ultra Compact
» USB-A/Type-C
> Dual Port Output

> Full Speed Charging Protocol i i
_@»
a
b ¢ 4
' 7

© U @ ®

Short Circuit Over Voltage Over Current  Smart Charging ~ 94V0 Flame
Protection Protection Protection Protection Retardant
Material

NPCAP10

TYPE-C to LIGHTNING
FAST CHARGING & DATA CABLE

NextiPower

3A Rapid
Charge

Recognition Lightning
Chip

Next YE-4001

Next YE-4002

Design Suitable for Flush-Mount or
Surface-Mount Installation

Design Suitable for Flush-Mount or
Surface-Mount Installation

NextPower NP65 CHARGING ADAPTER

NP6S w

» Ultra Compact

» USB-A/Type-C

» Dual Port Output

» Full Speed Charging Protocol

© © ®» @ ®

Short Circuit Over Voltage Over Current  Smart Charging ~ 94V0 Flame
Protection Protection Protection Protection Retardant
Material

NPCC10

TYPE-C to TYPE-C
FAST CHARGING & DATA CABLE

NextiPower

Type-C to 3A Rapid
Type-C Charge

Recognition USB
Chip Type-C

BroadLink SP4L-EU
SMARTISOCKET

Bro'adLink BroadLink
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Google | Android TV

32"-42"-43"-50"-55"- 58" - 65" - 75"
WITH OPTIONS

Chromecast ?g&’;‘ﬁggd Hnml ) Goog|e Play ... HeyGoogIe

built-in

Google | androidtv
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Our company is not responsible for any typographical errors found in the catalog.



